Arlington Public Schools
Purchasing Office

NOTICE OF ADDENDUM NO. 2

Issued on May 30, 2017

TITLE: THE GUNSTON MIDDLE SCHOOL RENOVATION PROJECT AT THE EXISTING GUNSTON MIDDLE SCHOOL SITE, LOCATED AT 2700 S. LANG STREET, ARLINGTON, VIRGINIA 22206

ITB NO.: 88FY17

ITB ISSUE DATE: MAY 12, 2017

BID CLOSING DATE AND TIME: JUNE 2, 2017 PRIOR TO 2:00 P. M., (LOCAL PREVAILING TIME)

BID OPENING DATE/TIME: PROMPTLY FOLLOWING BID CLOSING

Addendum #2 adds Page #A121 to Addendum #1 dated May 26, 2017 issued by the APS Purchasing Office.

This Addendum #2 for ITB 88FY17 – THE GUNSTON MIDDLE SCHOOL CAPACITY OPTIMIZATION PROJECT AT THE EXISTING GUNSTON MIDDLE SCHOOL SITE, LOCATED AT 2700 S. LANG STREET, ARLINGTON, VIRGINIA 22206, must be signed, dated and received in the Purchasing Office prior to the date and time stated above “OR” acknowledgment of receipt of this addendum may be noted on the ITB. (See Page 00 4100-3).

ISSUED BY:

Ellen H. Wills, CPPB, VCO
Assistant Director of Purchasing
Telephone: (703) 228-7649
Cell: (703) 244-6580
Email: ellen.wills@apsva.us
1. Manufacturers names and identification numbers are listed as a section tag.

2. Means of establishing a standard of type, function, color, and quality. Refer to project manual for additional manufacturers & procedures.

3. The contractor shall submit to the architect samples of finish materials for approval before materials are applied on the job.

4. All exterior hollow metal doors shall be painted to match mark "P2" (interior face) and "P3" (exterior face).

5. All interior doors shall be wood doors stained.

6. All base cabinets, wall cabinets, shelving and miscellaneous casework in electrical closets and mechanical rooms.

7. Terminate all accent paints on inside corners only unless otherwise indicated.

8. Provide sealant at intersections of dissimilar materials.

9. Refer to finish schedule for additional notes and information. All colors may not be marked on plans. Materials not noted will otherwise indicated.

10. Wall and ceiling finishes shall include all projections, beam extents of.

11. Where conflict exists between finish schedule and materials shown on other plans, the more expensive finish materials shall take precedence.

12. Provide acoustical wall panels indicated on interior elevations, misused.

13. Wherever more than one finish is indicated for any space.

14. Refer to reflected ceiling plans for ceiling heights. Typical door threshold shall be D1/A123, unfinished.

15. When more than one finish is indicated for any space.

16. Electrical outlets, clocks, PA speakers or other devices shown on the architect’s drawings serve to alert other subcontractors of the presence of such devices. Consult the electrical drawings for location or type of devices shown.